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Technical Specification

FA3313 CO ALARM WITH 1 YEAR BATTERY

Dimensions 119mm (width) x 62mm (height) 

x 38mm (depth)

 

Supply voltage 3V DC

Battery 1 year replaceable AA Alkaline

Sensor Technology Advanced Electrochemical

85dB(A) at 3m (minimum)  
Installation

For use in

Operating temperature
Operating humidity

 

positions Wall / Free-standing (����������������������������������������������

Domestic premises including static and mobile homes, caravans, motor caravans and boats.*

-10 °C to +40 °C
30 - 90% RH

 

 

 

 

 

  

  

Independently tested by BSI (certificate number KM 551504)

Storage temperature

Alarm sound level

-20 °C to +50 °C

Weight 128g

Storage humidity 

  

30-90% RH (non condensing)

Plastic material 
 

Fire Retardant ABS

Warranty

   

5 years

BS EN 50291-1:2018,  BS EN 50291-2:2019Certified to 

 

• 10 Year sensor life

• 2x Replaceable AA batteries included

• Data logging support via cable 

• Intelligent sensing algorithm, increase sensing rate on detection of

 low level CO.

• Memory function ‒ indication of previous alarm activation

• Advanced electrochemical sensor calibrated and tested in CO gas

• Integrated Mounting bracket
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Sensor type ADVANCED ELECTROCHEMICAL
Battery type REPLACEABLE BATTERY

KM 551504
BS EN 50291-1: 2018
BS EN 50291-2: 2019

  *

For further information or sales enquires: www.fireangeltech.com

Please note markings may vary depending on Country


